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IBM SBC

See single-board computer (IBM SBC)
IDE drives setup option 4-12
in-use lights 5-4
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O

on/off switch 4-1

opening the 7587 Computer 3-2
opening the system unit 7-35
operator information 4-1
options, adding 3-1

overview of 7587 Computer 1-1

P

parallel devices, external 4-28
parallel port assignments 4-27
parallel port mode, changing 4-28
parts catalog 8-1

backplane 8-4

battery 8-2

bottom cover 8-2

cables 8-4

diskette drives 8-8

fans and filters 8-6

hard drives 8-8

IBM SBC 8-2

keyboard/mouse 8-9

power cords 8-10

power supply 8-8

processor 8-2

top cover 8-3
passwords

administrator  4-15

power-on 4-3, 4-15, 5-2, 5-6
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error messages 5-2, 5-10
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remove and replace
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backplane 7-48
battery 7-47
diskette drive 7-36
front fan 7-38
hard disk drive 7-37
LED assembly 7-39
memory modules 7-45
power supply 7-37
power switch 7-40
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processor chip 7-43
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remove cover 3-2
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safety
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inspection guide E-11
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serial port 4-25
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FRUs 8-2
indicators  6-3
installing 3-3
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parts catalog 8-2
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system security option 4-14
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test scripts  7-8
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update programs, downloading 7-2
user error problems 5-1
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